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REDUCTION GEAR DATA SHEET

REDUCTION GEAR ELECTRICAL REQUIREMENTS

Electrical requirements for the Falk 44 x 14 DMH2-S Main Reduction Gear are outlined

in the following table.

r REQUIREMENTS REQUIREMENTS
COMPONENT DESCRIPTION PER RED GEAR PER SHIPSET
Electric i}{lotor Bolor 18.8 Full Load Amps | 37.2 Full Load Amps
for Auxiliary | 15 HP, 254TC | 466 \AG - 3 Phase | at 460 VAG - 3 Ph
Lube Oil Pump | C-Face, TEFC A8
Valve V1-A D05 2.17 Amps at 24 VDC | 4.34 Amps at 24 VDC
Main Clutch Garitrol Valve for momentary for momentary
Engage engagement engagement
Valve V1-B 2.17 Amps at 24 VDC | 4.34 Amps at 24 VDC
¢ D05
Main Clutch for momentary for momentary
. Cantrol Valve : ;
Disengage disengagement disengagement
Valve V2-A D05 2.17 Amps at 24 VDC | 4.34 Amps at 24 VDC
Engine Clutch Control Valve for momentary for momentary
Engage engagement engagement
Valve V2-B DO5 2.17 Amps at 24 VOC | 4.34 Amps at 24 VDC
Engine Clutch Control Valve for momentary for momentary
Disengage disengagement disengagement
Valve V3-A D05 2.17 Amps at 24 VDC | 4.34 Amps at 24 VDC
PTO Shaft Control Valve for momentary for momentary
Clutch Engage engagement engagement
Valve V3-B 2.17 Amps at 24 VDC | 4.34 Amps at 24 VDC
Shaft 85 for momenta fi
PTObha Control Valve . siaty GE-Momeniary
Clutch Disengage disengagement disengagement
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